Fluorescent Lamps

ZARIVKOVE TRUBICE

MRAZUVZDORNE LINEARNI ZARIVKY - Standard - IGLOO
Frost-proof Fluorescent Lamps - Standard - IGLOO

Mrazuvzdorné zarivkové trubice LT-£7 NARVA jsou
vyjiimecné predevsim svoyl speciaini konstrukcr. Dvoyity
Ssklenény vakuovany plast nedovoll, aby se povrch zarivkové
trubice viiverm nizkych okolnich teplot ochiadll. Fodchlazeny
povrch zarnivky znacné snizuje ucinnost a jeji svetelny vykon
- svételny tok. Zaiivkoveé trubice LT-ET dosahuyi maximalniho
svetelného vykonu pii teplotach kolem 5°C, a proto lze tyto
Zarivky pouzit jak v prostorach s extrémni nizkou teplotou,
Jjako jsou napriklad pramyslové mrazici boxy, tak / pro
osvétleni venkovnich svéteinych zalizeny, jako jsou napr.
benzinové pumpy, rekliamni panely, tunéely, poachoady a pod.

Frostproof fluorescent tubes LT-ET NARVA are unigue
because of their special construction. Double-glass shel/
aoes not allow the surface of tube to cool down rtself
because of low surrounading temperatures. Overcooled
surface of the tube considerably limits its efficacy and
luminous power - luminous flux. Fluorescent tubes LT-£7
reach their maximal luminous efficacy around temperature
of & degrees celsius, so we can use them both in places
with extremely low temperatures, such as in inaustrial
freezing boxes, rooms and for lighting of outdoor places
such as petrol stations, advertising boards, tunnels,
subways, efc.
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svételny tok (Im) svételny tok (Im)

obj.&islo  oznateni w odstin 25°C 5°C barteplota  barevné podani délka(l) patice baleni EAN
order code description colour Juminous flux (Im) _ luminous flux (im colour temperature colour rendering length ()  base  packing 4014501
113551  LT-ET 14W/840 14 studend bild / coolwhite 1050 1200 4000K 1B 549 G5 25 (025536
113552 LT-ET21W/840 21 studend bild / coolwhite 1700 1900 4000K 1B 849 G5 25 (025543
113553  LT-ET28W/840 28 studend bild / coolwhite 2350 2600 4000K 1B 1149 G5 25 (025550
113554 LT -ET35W/840 35 studend bild / coolwhite 3000 3300 4000K B 1449 G5 25 (025567
113571 LT-ET 14W/860 14 denni bild / daylight 946 1100 6000K 1B 549 G5 25 -
113572 LT-ET21W/860 21 denni bild / daylight 1500 1750 6000K 1B 849 G5 25 -
113573 LT-ET28W/860 28 denni bild / daylight 2060 2400 6000K 1B 1149 G5 25 -
113574 LT -ET 35W/860 35 denni bila / daylight 2620 3050 6000K B 1449 G5 25 -
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MRAZUVZDORNE LINEARNI ZARIVKY - IGLOO
Frost-proof Fluorescent Lamps - IGLOO

linedrni zarivky mrazuvzadorné standard
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svételny tok (Im) svételny tok (Im)

obj.gislo  oznaéeni odstin o A barteplota  barevné podani délka(l) patice baleni EAN
order code description colour B 25°C . 5°C colour temperature colour rendering  length (1) base packing 4014501
luminous flux (Im) _luminous flux (Im
113501 LT -ET 18W/760-010 18 denni bila / daylight 850 950 6500K 2A 590 G13 25 (004340
113502 LT -ET 18W/640-020 18 studena bila / coolwhite 950 1050 4200K 2B 590 G13 25 (003084
113503 LT -ET 18W/530-030 18 tepld bild / warmwhite 950 1050 3000K 3 590 G713 25 003107
113504 LT -ET 18W/535-035 18 bila / white 950 1050 3500K 3 590 G13 25 (003862
113505 LT -ET 36W/760-010 36 denni bila / daylight 2075 2300 6500K 2A 1200 G13 25 004364
113506 LT -ET 36W/640-020 36 studend bila / coolwhite 2400 2650 4200K 2B 1200 G13 25 003121
113507 LT -ET 36W/530-030 36 tepld bild / warmwhite 2400 2650 3000K 3 1200 G713 25 003145
113508 LT -ET 36W/535-035 36 bila / white 2400 2650 3500K 3 1200 G13 25 (03886
113509 LT -ET 36W-1/760-010 36 denni bila / daylight 2070 2300 6500K 2A 970 G13 25 =
113510 LT -ET 36W-1/640-010 36 studend bila / coolwhite 2160 2400 4200K 2B 970 G13 25
113511 LT -ET 36W-1/530-010 36 tepld bild / warmwhite 2160 2400 3000K 3 970  G13 25
113512 LT -ET 36W-1/535-010 36 bila / white 2160 2400 3500K 3 970 G13 25 -
113513 LT -ET 58W/760-010 58 denni bila / daylight 3325 3700 6500K 2A 1500 G13 25 (004388
113514 LT-ET 58W/640-020 58 studena bilé / coolwhite 3700 4250 4200K 2B 1500 G13 25 003169
113515 LT -ET 58W/530-030 58 tepl4 bild / warmwhite 3700 4250 3000K 3 1500 G713 25 003183
113516 LT -ET 58W/535-035 58 bila / white 3700 4250 3500K 3 1500 G13 25 003909
Colourlux plus - IGLOO linedrni zérivky mrazuvzdorné tripdsmové

svételny tok (Im) svételny tok (Im)

obj.&islo oznaeni w odstin 25°C 5°C barteplota  barevné podéani délka(l) patice baleni EAN
order code  description colour {umi . colour temperature colour rendering length (I)  base  packing 4014501
uminous flux (Im) _luminous flux (Im,

113521 LT-ET 18W/860 18 denni bila / daylight 1100 1200 6000K 1B 590 G713 25 004531
113522  LT-ET 18W/840 18 studena bila / coolwhite 1125 1250 4000K 1B 590 G13 25 003244
113523 LT-ET 18W/830 18 tepld bila / warmwhite 1125 1250 3000K 1B 590  G13 25 003268
113531 LT -ET 36W/860 36 denni bila / daylight 2700 3000 6000K 1B 1200 G13 25 01331
113532 LT -ET 36W/840 36 studend bila / coolwhite 2800 3100 4000K 1B 1200 G13 25 003282
113533  LT-ET 36W/830 36 tepld bild / warmwhite 2800 3100 3000K 1B 1200 G13 25 003305
113541 LT -ET 58W/860 58 denni bila / daylight 4000 4600 6000K 1B 1500 G13 25 004548
113542 LT -ET 58W/840 58 studend bila / coolwhite 4175 4800 4000K 1B 1500 G713 25 003329
113543 LT -ET 58W/830 58 tepld bild / warmwhite 4175 4800 3000K 1B 1500 G13 25 003343
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